
480-500W

GBC Module with Full-screen Single Glass GBC Module with Full-screen Single Glass 
GK-3-54HGF

25

30

25 Years Product Warranty

30 Years Linear Power Warranty

24.5% ≤1% First-year Degradation

≤0.35% Annual DegradationModule Efficiency up to



�	�	Engineering Drawings* L:±8mm    W:±8mm    Unit:mm   Mechanical ParametersBackFrontSide

Maximum Series Fuse Rating    

IP68

Junction Box 

Operating Temperature  

25A

Power Tolerance

Maximum System Voltage DC 1500V(IEC)�É�Ê�ß�Ç�‘NOCT 0~+3%

Temperature Ratings 

(STC)
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Mechanical Loading

�%�	�ù�ò�����a�×�½�Â���E�©�/�×�ð���ð���a���©���×�·���?�ù�©�½�×�ò�Ï

5100Pa

�]�Â�©�	���a�×�½�Â���E�©�/�×�ð���ð���a���©���×�·���?�ù�©�½�×�ò�Ï

2100Pa

Hailstone Test25 mm diameter hail at 23 m/s
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Guaranteed Module Performance

Electrical Characteristics�ƒSTC Test)�
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�E�ø�½���ê�Â���h�0���Â

�h�Â�����×�ò�Ï�����ø�ò�½�×���×�ø�ò

�E�©�/�×�ð���ð���Y�ø�*�Â�����Q�Y�ð�©�/�1�•�R
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�E�©�/�×�ð���ð���Y�ø�*�Â�������������Â�ò�����Q�/�ð���1���R

�E�ø�½���ê�Â�����Í�T�·�×�Â�ò�·�0���Q�ä�R

���Â�ê�ê���h�0���Â

No. 

of 

cells

�M���������������©�µ�ê�Â��

Frame

Weight

���×�ð�Â�ò���×�ø�ò

Packaging

�Y���ø���Â�·���×�ø�ò�����ê�©����

Fire 

Rating

Glass���ø�ò�ò�Â�·���ø��

�'����
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���ê�©�������/�/
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�E���É�����ø�ð���©���×�µ�ê�Â�1�E���É�•���)�ø�Ç

�Æ�Í�Å�Å�Ù�Æ�Æ�È�É�Ù�È�Å�ð�ð

GK-3-54HGF-BF-SG-F1 EN

www.gokinsolar.comgk@gokinsolar.com

      Production Base: No.1 Hejin Avenue, Automotive Industry Base, Huadu District Guangzhou City, Guangdong Province

Please read the safety and installation manual before using the product. We reserve the right of final 

interpretation. The specifications in this datasheet are subject to change without notice.

Note:

© Gokin Solar Co., Ltd. All rights reserved.

GK-3-54HGF-480MGK-3-54HGF-485MGK-3-54HGF-490MGK-3-54HGF-495MGK-3-54HGF-500M

STC

23.5

480

40.44

35.14

14.78

13.67

365

37.98

31.98

12.12

11.42

NOCTSTC

23.8

485

40.54

35.24

14.88

13.77

369

38.08

32.08

12.18

11.51

NOCT

24.0

STC

490

40.64

35.34

14.98

13.88

373

38.18

32.18

12.24

11.60

NOCTSTC

495

40.74

35.44

15.08

13.98

24.3

377

38.28

32.28

12.30

11.69

NOCTSTC

500

40.84

35.54

15.18

14.08

381

38.38

32.38

12.36

11.78

NOCT

24.5


